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Abstract

For the first time, a physics based computational model has been used to provide a direct
description of the effects of the TWT on modulated digital signals. The TWT model
comprehensively takes intoré.cc‘(.)unt the effects of frequency deﬁéﬁdent AM/AM and AM/PM
conversion; gain and phase ripple; drive-induced oscillations; harmonic generation; -
intermodulation products; and backward waves. Thus, signal integrity can be investigated in the
presence of these sources of potential ci‘ilstortion as a function of the physical geometry of the
high power amplifier and the operational digital signal. This method promises superior
predictive fidelity compared to methods using TWT models based on swept- amplitude and/or
swept-frequency data.

The fully three-dimensional ‘(;3D)', tirrie-dependent, TW'f interaction model using the
electromagnetic code MAFIA is presented. This model is used to investigate assumptions made
in TWT black-box models used in communication system level simulations. In addition, digital
signal performance, including intersymbol interference (ISI), is qompared using direct data input

into the MAFIA model and usmg the s§§iém level analysis tool, SPW.
I INTRODUCTION

The phenomenal growth of the satellite communications industry has created a large demand
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for increased data rates, enforcmg hrgh -level modulation schemes larger system bandwidth
(BW) and minimum distortion b’f;ille modulated signal asﬁ is passed 1hrough the traveling wave
tube amplifier (TWTA). As complex modulatlon and multrple access techniques are employed,

ISI becomes a major consideration for accurate data detection at the receiver. It is suspected that

in addition to the dispersion of the TWT frequency dependent reflections due to mismatches
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within the TWT are a sigmﬁc” contl'Il;utor to ISI. To expenmental y 1nvest1gate the effect of
these mismatches within the physical TWT on ISI would be prohibitively expensive, as it would

require manuf'acturing numerous ampliﬁers in addition to the acquisition of the required digital
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Standard practice involves using commumcatlon syste:n level software to predict if adequate
signal detection will be achieved. Tlrese models use a nonlinear, black box model to represent
the TWTA. Currently, SPW [1] is used in-house at NASA Glenn Research Center (GRC), where
the behavior of the TWTA is cl‘i'aractenzed bya memorylégs eri‘O‘élbpe miodel. The model
parameters are obtained from the AM/AM (output power versus input power) and AM/PM
(output phase versus input power) conversions, which are typically obtained by sweeping the
input amplitude at the center frequency either experlmentally or by using conventional frequency
domain TWT codes such as TWA3 [2] Thus, the TWT cllar;ct:nstws are assumed constant
(memoryless) over the bandwidth of the simulated signal. In addition, the model does not
account for the memory effects of signal reflections occurring within the TWT. As data rate
requirements increase and complex, wide-band, digital s1gnals are employed the assumptions
made in conventional system level modelmg become less accurate—

A fully 3D, time-dependent, TWT interaction model has been developed [3] using the

electromagnetrc particle-in-cell (PIC) code MAFIA (Solutron of MAxwell's equatlons by the
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Finite-Integration-Algorithm) [4, 5]. This physics based TWT model can be used to give a direct
description of the effects of the nonlinear TWT on the operational signal as a function of the
physical device. The actual geometry of the device is taken into account as the user can define
arbitrary slow-wave circuits, input/output coupling, and beam focusing structures allowing
standard or novel TWT's to be investigated. Because the model is 3D, the geometry is not
limited to azimuthally symmetric structures. The user is also able to define arbitrary excitation
functions so that modulated digital signals can be used as input and computational correlation of
ISI with TWT parameters can' be ;iirectiy conducted.

Additionally, the MAFIA time-dependent data can be used as input to develop system level,
nonlinear, black box models for the TWT with memory such as in [6], where experimental data
is currently used to obtain model paraméters. This type of gystem level nonlinear model can be
expected to possess superior predictive fidelity compared to models based on swept-tone, swept-

amplitude data. The latter data is partial because superposition does not apply in the nonlinear

device, and the interactions between frequency components in a realistic signal are not captured

- R N T .
B S SR AR TS ¥ B B TR IS TN

7).
I. MAFIA TWT MODEL

The TWT used as a model for this study is a Northrop Grumman, 2-6 GHz TWT designated
the XWING (eXpenmental WIsconsm Nqﬁhrop Grumman) ThlS TWT mcludes a rectangular
tape, helical, slow-wave ciruult. {Jn;fo;m magnetic focusing is used to containa 2.8 kV,0.22 A
beam.

The cold-test characteristics of the hehcal slow-wave c1rcu1t were calculated using a single
helical turn and the MAFIA elgenmode solver as descnbed in [3] The: simulated normalized

phase velocity is compared to measured data in Figure 1 showmg an average absolute difference

This report is a preprint of an article submitted to a journal for
publication. Because of changes that may be made before formal
publication, this preprint is made available with the understanding 3
that it will not be cited or reproduced without the permlssmn ofthe
author. . RS
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across the frequency band of 0.5 percent.
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Figure 1 Measured and simulated normallzed phase velocity
Next, the helical slow-wave circuit model was extended to several helical turns and

input/output cbupling designed to coﬁple the RF signal in and out of the circuit. The S-
parameters were calculated usmg MAFIA as described in [.3],1 and the retum loss is plotted as a
: i" ‘ 7 B ) i E

function of frequency for the final couplcr design in Figure 2, The match is excellent around 4.2

GHz with a return loss of -35 dB. Therefore, we choose this value as our center frequency f; for

all simulations.

TV
I 2t

Return Loss (dB)
&888833aa]

&8

08 15 28 35 45 58 65 15
f(GHz)

Figure 2 Return loss for simulated XWING coupler design
To complete the helical interaction model, an electron beam was defined consistent with the

XWING operating parameters, and a static uniform focusing field was implemented. Conductor
and dielectric losses were assumed zero in all simulations. Because of the computational
intensity added by modeling in 3D, the interaction model was limited to about 40 helical turns.

This length corresponds to a small signal gain of 12.5 dB at 4.2 GHz, which we feel is sufficient
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for this study.

The power transfer characteristics at 4.2 GHz were obtained using both MAFIA and the 2.5D
frequency domain, TWT code TWA3 [2]. The output power and phase shift from small-signal
(i.e. AM/AM and AM/PM) as a function of input drive power are shown in Figure 3. The
agreement in output power is good at low input drive levels, but worsens near saturation. For
this broadband circuit, we found from the MAFIA simulations that the second harmonic (at 8.4
GHz) is synchronous with the electron beam, and thus experiences gain. Therefore, we attribute
the discrepancies to its strength near saturation. The phase plot shows a phase change Ad
between an input power of 30 dB below saturation and saturation of 9.6 and 18.9 degrees for the

TWA3 and MAFIA models, respectively.
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Figure 3 Simulated (a) output power and (b) phase as a func_;iqg of input power at 4,2 GHz
III. INVESTIGATION OF SYSTEM LEVEL TWT MODEL ASSUMPTIONS

Conventional, system level, nonlinear, black box models representing the TWTA vary in
complexity [7], but most make several assumptions regarding the operation of the high power
amplifier. In particular, it is common to neglect the following TWT operational characteristics:
A. Dependence of AM/AM and AM/PM with frequency
B. Effects of reflections and second harmonics
C. Differences between broadband and single-tone excitations

D. Dependence of gain and phase ripples with drive power -
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E. Dependence of output spectrum W1th operational signal
The TWTA box model used in SPW does not account for any of these characteristics. The

significance of neglecting them is investigated quantitatively in this section using the MAFIA

model. o hrmms e o o amm e e e erisii e s

A. Dependence of AM/AM and AM/PM with frequency

To demonstrate the variation of gain and phase with frequency for the XWING TWT, the
power transfer characteristics were calculated using MAFIA at several frequency points using
single-tone excitation. The Vgain;;re ptetted in Figure 4 versus input power relative to the
saturation point calculated at 4.2 GHz. From here forth, Pi, will be specified relative to
saturation at 4.2 GHz. Compared to 4.2 GHz, the gain at 3.2 GHz shows a reduction in small-
signal gain of 1.1 dB. AtS5. 2 GHz and 5 5 GHz, where there isa small-51gna1 reduction of 0.3
dB and 0.5 dB, respectively. The gain calculatxons have not been calibrated to take the variation
of return loss with frequency into consideration. Consequently, the deviation in gain from the
4.2 GHz is a result of the TWT dispersion and coupler match, as would be representative of an
experimental TWT. There is ade\“natlor‘x in Ad by app're;ixttately five degrees between the 3.2

GHz and 5.5 GHz cases.
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Figure 4 MAFIA gain for several frequency points

B. Effects of reflections and second harmonics

Several single-tone exc:.ltatfggf wil;e« fumxlated thh ‘IviéF}Aﬁg theTWT output was
recorded at the first arrival of the RF SIgnaI at the output port (wuhout reflections), and at a point
in time after the signal had time to make one feedback path around the TWT and return to the
output port (with reflections). An operating point of 5 dB input backoff (IBO) relative to
saturation was chosen as might be used for high data rate comnilinications using multi-level
modulation schemes.

Comparisons of the gain and strength of the second harmonic frequency f; relative to the
fundamental frequency f; with and without reflections are shown in Figure 5. The average
absolute difference in gain between the two cases is 0.28 dB acfoss the bandwidth. The gain plot
for the case with reflections shows a peak-to-peak variation of as much as 0.72 dB around 4.2
GHz. Conventional theory predicts negligible ripple where there are negligible reflections [8].
However, for this circuit the ripple can be attributed to the second harmonic interaction with the

beam and its large reflections at the input/output couplers. The average absolute difference in

phase across the frequency band is 5.7 degrees.
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Figure 5 (a) Gain and (b) relative strength of second harmonic with and without reflections
as a function of frequency

C. Differences between broadband and single-tone excitations

The TWT characteristics are compared when excited by smgle-tones versus wideband root
raised cosine (RRC) shaped symbols as would be used to represent realistic digital symbols [9].
A series of 4 GHz bandwidth symbols were transmitted with average input power at.a 5 dB IBO
allowing the signal to be repeatedly reflected so it travels the feedback cycle of the TWT several
times. The gain and second harmonic str_ength of the lastrv_vide_b_and output symbol are compared
to data using single-tone excitation with and without reflections in Figure 5. The overall

behaviors are very different for the single-tone and wideband excitations. The plots show that
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using single-tone excitation data%thout reﬂectlons would mcage?ctly predlct gain by as much as
about one dB. As the sxgnal at 8.4 GHZ 1s repeatedly reﬂected it is also repeatedly amplified

attributing to its strength (Figure 5b).
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D. Dependence of gam and phase répples with drive powgr phagears -, y
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Several 2 GHz bandwxdth RRC symbol trains were simulated with various input powers.
Within this bandwidth, the return Ioss is better than —20 dB across the bandwidth, and there are
no second harmonics within the operating band. Thus, it represents a more realistic scenario for
communications applications. The anglalized output spec’trumgéré sh‘own in Figure 6. A
power hole (aé much as about one dé at 4.2 GHz) exists m Athe operating band, increasing with
input drive due to the second harmonic strength, which also increases with drive power reaching
about 60% of the fundamental near saturation. The gain and phase ripples, shown in Figure 7,
were calculated as the max1mum devxatlon of the gain and bﬁas; ;é;p;étlvely, for the RRC
output symbols. The largest values correspond to the Iargest IBO and decrease, in general, with

increasing drive power. Comparing the gain ripple for the 5.1 IBO data in Figure 7 (a) to that in

Figure 5 (a) for single tone excitations further demonstrates the differences in the TWT output as

BN
a function of excitation. )

It should be mentioned that in an experimental TWT, losses will be present in the interaction

circuit that will act to attenuate the second harmonic signal by a factor of about 2 compared to
the signal at the fundamental frequency because of the scaling nature of conductor resistivity
with frequency [10]. Also, the effects of the second harmonic can be mitigated by inputting a
signal at the second harmonic frequency, but with phase 180 degrees out of phase with the
second harmonic signal generated by the nonlinearity of the TWT. This has the effect of

canceling the unwanted second harmonic.

10
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Figure 6 Simulated normalized output spectrum using wideband excitation (BW =2 GHz)
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Figure 7 (a) Gain and (b) pbas'e }ipples using wideband eiéi?:iﬁﬁﬁ at various levels of input
backoff (BW =2 GHz) '

E. Dependence of output spectrum with operational signal

To further demonstrate the idea that direct excitation with the operational signal provides
superior simulated results, we compare the frequency spectrums of several modulated signals.
The bandwidth was kept constant at 2 GHz and the symbols were shaped using a RRC filter with
roll off factor o= 0.3. Three cases are compared: 1) binary phase shift keying (BPSK), 2) 16-ary
quadrature amplitude modulation (16-QAM), and 3) 64-QAM. Figure 8 shows the output
spectrum for each excitation. The peak-to average power ratio Pp/Pqavg and IBO are specified in

the figure caption.

12
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Figure 8 Normalized output spectrum for (a) BPSK (3.1 IBO, Py/P,; = 4.5 dB), (b) 16-
QAM (7.0 IBO, Py/P,yg = 7.0 dB), and (¢) 64-QAM (7.1 IBO Py/Pag=7.1dB) (BW =2
GHz)
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Iv. MAFIA AND SPW COMPARISONS

Digital 51gnal performance is corr;pared using direct excxtatlon of the MAFIA model and
SPW simulations. The TWT box ,I‘n‘.)‘li'f% used in the SPW stxgulatlons uses the MAFIA generated
AM/AM and AM/PM data shown in Fxgure 3 and makes the assumptions listed in Section III.

The eye diagram is commonly used to qualitatively measure the degree of distortion due to
ISI. Figure 9 shows eye dlagrams generated from SPW and MAF IA output fora 2 GHz
bandwidth, BPSK signal at a 3. i dB IBO The absolute dlfferences in upper bound degradation,
which is proportional to the opening of the eye diagram [7], between the SPW and MAFIA 7

simulations as a function of signal bandwidth and IBO are shown in Figure 10. The

discrepancies become worse with increased bandwidth (as larger reflections are present), and
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increased drive powers (as the zpfi'\}'ver' hole increases).
Constellation diagrams showing the output signal amplitude and phase for a 16-QAM signal
are comparediin Figure 11 (data shov;/n qnly for second and fourth quadrants). SPW results were
identical for 2 and 4 GHz BWs since frequency dependence is neglected. The upper bound
degradation was calculated from the c!orresponding eye diagrams (not shown). Compared to
SPW simulations, the MAFIA 2 and 4 GHz cases resulted in larger degradations by 1.6 and 3.6

dB, respectively.

14
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Figure 9 BPSK eye diagrams (BW =2 GHz, 3.1 dB IBO) (a) SPW (b) MAFIA
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Figure 11 16-QAM constellation diagram (7.0 dB IBO) (a) SPW (2 and 4 GHz BWs), (b)
MAFIA (BW = 2 GHz), and (c) MAFIA (BW =4 GHz)
V. CONCLUSIONS

A 3D MAFIA time-depeﬂdenf TWT interaction model was used to investigate assumptions

17
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made in TWT black box models used in communication system level simulations. In addition,
direct digital data were used as mput into the MAFIA model and 51gnal degradation due to the

TWT was compared with SPW‘ su‘nulatlons Results show slgn‘fﬁcbnt differences in predicted

degradation between SPW and MAFIA smulatxons. This derhonstrates the significance of the
approximations made in the SPW model regarding the TWT characteristics on digital signal

performance. ‘ , ‘
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